# Accessories

## Deep thread system screw
Pilot bore Ø5 (3/16”) hole

<table>
<thead>
<tr>
<th>#6 x 11.5 mm, #2 POZI</th>
<th>662.1150.HG</th>
</tr>
</thead>
<tbody>
<tr>
<td>#7 x 13 mm, #2 POZI</td>
<td>661.1300.HG</td>
</tr>
<tr>
<td>#7 x 14.5 mm, #2 POZI</td>
<td>661.1450.HG</td>
</tr>
</tbody>
</table>

## Deep thread wood screw

<table>
<thead>
<tr>
<th>#6 x 5/8”, #2 Phillips</th>
<th>606N</th>
</tr>
</thead>
<tbody>
<tr>
<td>#6 x 5/8”, #2 POZI</td>
<td>606P</td>
</tr>
<tr>
<td>#6 x 1”, #2 Phillips</td>
<td>606W</td>
</tr>
<tr>
<td>#7 x 5/8”, #2 Phillips</td>
<td>707N</td>
</tr>
</tbody>
</table>

## Truss head wood screw
Pilot bore Ø2 (3/32”) hole

| #6 x 1/2”, #2 Phillips | 612TH |

## Bumpers
- Cushions door closing
- Clear with a self-adhesive back

<table>
<thead>
<tr>
<th>Ø7.5 (9/32”) x 2 (3/32”)</th>
<th>FX4041</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ø12 (15/32”) x 3.5 (1/8”)</td>
<td>SJ5312</td>
</tr>
</tbody>
</table>

## POZI DRIVER and bits
A POZI screwdriver (different from Phillips) is the most crucial tool you can use to assure that full torque is applied to all Blum mounting screws. POZI screws can be identified by the distinctive “tick” marks located in the center of the screw head recess.

<table>
<thead>
<tr>
<th>#2 POZI DRIVER</th>
<th>POZI DRIVER</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/4” Magnetic bit holder</td>
<td>BIT HOLDER</td>
</tr>
<tr>
<td>#2 x 1” POZI bit insert</td>
<td>POZI BIT #2x1</td>
</tr>
<tr>
<td>#2 x 2” POZI bit insert</td>
<td>POZI BIT #2x2</td>
</tr>
</tbody>
</table>
**Side spacer**

For spacing out TANDEM runners from the cabinet side for clearance in interior roll-out applications

NOTE: Use (2) pieces per runner up to 15” lengths and (3) pieces per runner 18” or longer

**Part no.**

Side spacer - 1” thick T59.3570

---

**Bottom mount spacer**

Used to install bottom mount 568R runners in cabinets with a bottom recess of up to 6 (1/4”)

**Part no.**

Bottom mount spacer T59.T570

---

**TANDEM plus runner cover**

- Nylon cover to help protect the runner against dust and debris
- Available in 533 (21”) only and can be cut to size
- Designed for 563/569 H/F

**Part no.**

TANDEM plus cover 295.5510

---

**Drawer front adjuster**

Nylon housing with pre-mounted 8-32 steel nut. For four-sided drawers. Adjusts height and side-to-side by 5 (3/16”).

**Part no.**

Drawer front adjuster 295.1000.21

NOTE: See next page for marking gauge

---

**TANDEM end cap**

- To cover the front edge of TANDEM runners when used in an interior roll-out application
- Can be used with TANDEM 562/563 H/F runners

**Part no.**

Right end cap 295.5520
Left end cap 295.5521

---

**Attachment**

1. Lay the cover on top of the runner
2. Slide it to the back

---

**Removal**

1. Slide the cover forward slightly
2. Lift the cover off from the rear

---

**Mounting**

- Mount runner to each spacer with two 11.5 mm system screws
- Mount spacer to cabinet with four 14.5 mm system screws

<table>
<thead>
<tr>
<th>Part no.</th>
<th>Specification</th>
</tr>
</thead>
</table>
| 662.1150.HG | 1
| 661.1450.HG | 2

---

**Dimensions in millimeters** (inch equivalents as noted) © 2013 Blum, Inc.